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Coast Guard, DOT § 452.1

Safety, U.S. Coast Guard is a final
agency action.

[45 FR 37214, June 2, 1980, as amended at 47
FR 50496, Nov. 8, 1982]

Subpart C—Safety Approval Plate

§ 451.21 Safety approval plate re-
quired.

(a) The safety approval plate must be
supplied by the owner or manufacturer.

§ 451.23 Plate specifications.
(a) The safety approval plate must be

of the size and in the format specified
in the appendix to Annex I to the con-
vention.

(b) The safety approval plate must
be:

(1) Designed to withstand and remain
legible after a 15 minute exposure to a
medium intensity fire producing a tem-
perature of 1,000 °F (540 °C), when
mounted on the specified material of
construction of the container.

(2) Designed to resist the corrosive
effects of its environment, both at sea
and ashore, so as to remain legible for
the working life of the container.

(3) Designed to have a legible life ex-
pectancy equal to or greater than the
life expectancy of the container to
which the plate is affixed.

§ 451.25 Required information.
(a) The safety approval number ap-

pearing on line 1 of the safety approval
plate must be of the form ‘‘USA/(ap-
proval number, which includes the ap-
proval authority identification code)/
(year in which approval was granted).’’

(b) The date upon which approval was
granted must be the same for all con-
tainers of a design-type or type-series
covered by one notice of approval.

(c) The safety approval number must
be the same for all containers of a de-
sign-type or type-series covered by one
notice of approval.

(d) The owner’s International Organi-
zation for Standardization (ISO) alpha
numeric identification numbers may be
used in place of the manufacturer’s
identification numbers on line 3 of the
safety approval plate. If owner’s identi-
fication numbers are used and the man-
ufacturer’s are available, the owner
shall keep records correlating the own-

er’s identification numbers used with
the manufacturer’s number. If a con-
tainer marked with owner’s identifica-
tion numbers changes ownership, and
the owner’s identification number is
changed as a result, the new owner
must add the new owner’s identifica-
tion number, following the original
owner’s identification number on line 3
of the safety approval plate. In the
event that the new owner’s identifica-
tion number cannot be legibly added to
line 3 of the safety approval plate fol-
lowing the original owner’s identifica-
tion number, the new owner is author-
ized to put a new safety approval plate
on the freight container provided that
all the information contained on the
original safety approval plate is re-
tained in the owners files.

PART 452—EXAMINATION OF
CONTAINERS

Sec.
452.1 Periodic examination required.
452.3 Elements of periodic examinations.
452.5 Examinations made in conjunction

with other inspections.
452.7 Continuous examination program.
452.9 Elements of a continuous examination

program.

AUTHORITY: Sec. 4, 91 Stat. 1475 (46 U.S.C.
1503); 49 CFR 1.46(n).

§ 452.1 Periodic examination required.
(a) Except as provided for in § 452.7,

each owner of an approved container
subject to this part shall examine the
container or have it examined in ac-
cordance with the procedures pre-
scribed in § 452.3 at intervals of not
more than 30 months, except that for
containers approved as new containers
the interval from the date of manufac-
ture to the date of the first examina-
tion must not exceed five years. For
containers approved, examined and
plated as existing containers before
January 1, 1985 and containers ap-
proved and plated as new containers
before January 1, 1985, the subsequent
examination must be carried out in ac-
cordance with the following schedule:

Date of initial plating Subsequent ex-
amination

Existing containers before Sept. 30,
1981 and new containers before Dec.
31, 1978.

Before Jan. 1986.
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